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Directions for Setting and Operating the KING Evaporator 


The Arch should be set so there will be plenty of room around it. There should be space of 3 feet at the 
back and sides, and although less than 6 feet in front will do, even more is better. 

For the best results our ex xperience shows that the Arch should face toward the down slope in direction 
from which the natural sweep of air current usually comes. Never face toward an up slope. 


Foundation 


Foundation of concrete is best and in the end most economical, and if made sufficiently deep the 
Evaporator will remain level indefinitely. 


As shown in the illustration (Fig. 2), in cases where Arch 
is not set on a ledge, a foundation of stone and cement should be 
built for the Arch to rest upon. This foundation shoud be suffi- 
ciently deep to go below frost. On top of this foundation build 
a walled cement base, open in front (see illustration Fig. 2) in 
order that you may have an ash-pit sufficiently deep, and a 
proper support for the Arch. Use boards for a form. and make 
this base of right size for the front of tre Arch to set on. The 
depth of this base should be 8in. or 10in. above top of founda- 
tion. The surface level on which operator 
stands should be as low as the bottom of 
this open front base, thus making it more 
convenient in firing and in pulling out 
the ashes. This construction is desirable 
also because it brings the hot coals and 
ashes sufficiently below the grates to pre- 
serve them. 
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Build foundation piers also under each 
leg of the Arch. A convenient method is io 
use a piece of smoke stack sufficiently long 
to reach below the point of frost, filling 


same with stone and cement. 
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